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IDLE FOR MORE THAN THIRTY (30) DAYS SHALL BE
PROPERLY SEEDED AND STRAW MULCHED WITHIN SEVEN
{7} DAYS OF COMPLETION OF INITIAL GRADING. TEMPORARY
SEEDING AND MULCHING OF A THIRTY (30) FOQT STRIP
OF THE ENTIRE FRONT OF THE LOT SHALL BE MAINTAINED
ON THE SITE ONCE INITIAL GRADING IS COMPLETE.

G. STRAW-MULCH SHALL BE APPLIED AT A RATE OF 1 BALE
PER EVERY TEN (10) FEET OF CURB, AT A WIDTH OF
THIRTY {30) FEET OF THE ENTIRE LENGTH OF THE LOT.

10. WATER AND SANITARY LATERALS 70 BE INSTALLED IN
ACCORDANCE WITH LAKE COUNTY UTILITIES DEPARTMENT
STANDARDS.

11. CONTRACTOR INSTALLING LATERALS MUST BE REGISTERED
WITH THE L.C.U.D. HOME BUILDER TO INSTALL WATER
LATERAL TO THE WATER METER AND LCUD WILL TAP
INTO THE WATER MAIN.
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12. CONTRACTOR SHALL BACKFILL ABOVE LATERALS WITH
PREMIUM BACKFILL COMPACTED AND TESTED PER
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